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IntroductionIntroductionIntroductionIntroduction    

China Sheenrun optics & Electronics 

Company’s SHR-PLDVRIII night vision video 

recorder has adopted the laser infrared night 

vision technology. It has the function of 

recording video/playback/ and achieve real-time 

compress of image data. 

Accompanied with high resolution LCD screen, 

large recording space, and lithium battery. This 

portable cam can record in total darkness and 

small size, easy to operate and take. 

 

Product FeaturesProduct FeaturesProduct FeaturesProduct Features                                                            

� High sensitive CCD picture 

sensor, high resolution LCD 

screen, night vision 

distance up to 200 meters 

� Laser infrared hidden 

lighting source, 940nm, no 

red glow, easy to hide, 

imaging clearly, lower power consumption 

� Special video output interface, can connect to monitor, camera, DVR 

� Can connect to computer directly to output video 

� H.264 high quality compress format 

� Flash storage, built-in video recording system, can record 30~50h video, 

with the memory card at 16G 
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Night Vision Distance 200m 

Magnification 5X 

Lens focal length 50mm 

resolution 40I /mm 

Field of View 5° 

Picture Sensor High sensitivity CCD sensor 

Sensor resolution 752×582 

Wave length 940nm, no red glow 

Laser power Adjustable  

Monitor LCD 2.5” color LCD, resolution 320x240 

Ocular Screen 0.24”color LCOS, resolution 300x224, 

30°ocular magnification 

Storage media Integrated FLASH electronic disk 

Storage space 16G 

Storage image resolution 640x480 VGA 

Video compress Format H.264 

Search and playback File search then the cam playback 

Storage position Built-in electronic disk 

Recording time 30hours ~50hours 

Working Voltage 8.4V lithium 

Working time About 3h (about 2 hours if laser on) 

External power supply 8.4V, 2000ma 

Tripod lock hole 1/4 inch 

Length × width × height 225mm×122mm×78mm 

weight 0.98kg (exclude battery) 
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